Fig. # 4505
Boss Tee Cleanout and Test Tee

Product Features:

e Sizes - 3”,4”,6”; No-hub and Hub
& Spigot Outlets.

e Safety — contractor not required to
remove inflatable plug from inside of
stack with 5-15 psi pressure just
upstream of the plug.

* Reduces the chance of mold — due to
water spilling inside the chase.

¢ Controlled testing environment —
provides contractor with effective
means of controlling the filling and
draining of piping system.

e Reliability — better testing results
because of reliable closure of the
stack.

e Time & Material savings — eliminates
the inflatable plug in the vertical stack
and the time to get it to seal properly.

e Efficient — test up to 3 floors at a time.

The inspector can use the gauge to
verify pressure in the line.

e Larger, spherical opening in the fitting
allows for easy hand access for line
testing/inspection/cleaning.

e Cleanout tee remains in the stack
after testing to be used for future
maintenance and testing.
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THE BOSS TEE, CLEANOUT AND TEST TEE

FUNCTION: Used in concealed drainage lines where a cleanout is desired that
allows the testing of piping above through the use of an internal threading inside

the tee
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[ ] FIG. 45058S........ HUB and SPIGOT

A Cc D E F G
PIPE PLUG SIZE
SIZE SIZE

03(75) |13 1/2(345) | 3(76) | 7(180) | 21/2(64) |2 1/2(64)
04(100) |14 3/4(375) | 4(100) | 7 1/2(190) | 3 (76) |3 1/2(89)
06(150) | 17(430) |6(150) | 8 1/2(215) | 4(100) | 5(125)

Spigot Outlet Sized for Service Weight and/or NO-HUB.

[ ] FIG. 4505Y........NO-HUB

A [} D E F G
PIPE PLUG SIZE
SIZE SIZE

03(75) | 91/4(235) | 3(76) | 33/4(95) | 21/2(64) |21/2(64)
04(100) | 10 1/2(265) | 4(100) | 4 1/2(115) | 3(76) |3 1/2(89)
06(150) | 14(355) |6(150) | 6 1/4(160) | 4(100) | 5(125)

REGULARLY FURNISHED: VARIATIONS: OPTIONAL MATERIALS:
Duco Cast Iron Cleanout Tee with [ ]TestValve and Reference [ | Galvanized Cast Iron - G
Internal Threading, 1/2(13) NPT Gauge Kit - TK

Test Port with Raised Head Plug [ ]TestPlug-TP

and Countersunk Taper Threaded NOTE: Dimensions shown in

Bronze Plug. parentheses are in millimeters.

Let The Boss Tee do the Work!
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Suggested test procedures:

—_

Remove existing cleanout plug at face of tee.

2. Install a raised head plug into the internal
threading.

3. Remove plug from the test port connection.

*Pressure 4. Thread 1/2" NPT nipple with tee, pressure reference
ggffrgnce gauge and boiler drain valve into the test port.
9 5. Connect one end of a water hose to the boiler
drain valve and the other end to a water supply
*Tee and fill piping for testing. The boiler drain valve
*Boiler Drain must be in the open position.
**Raised Head Plug Valve When piping is full of water, shut off the water supply
and close the boiler drain valve.
7. When test is complete, disconnect the water
Fig. 4505S | 3/4" Hose hose from the water supply and place in a floor
Cleanout Tee \ Connection drain or other acceptable drainage point and
‘ open boiler drain valve to drain piping.
\ *1/2" NPT 8. When piping is completely drained reverse steps
Nipple 1 through 7.
|
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‘ NOTE: The Boss Tee can be used to test the piping
Piping by | system in the customary manner by installing a plug
Others \‘ ‘ into the internal threading and filling the piping from
i the top.
|
|
‘ *Supplied when optional Test Valve and Reference
| Gauge Kit (-TK) is specified.
w\/ **Supplied when optional Test Plug (-TP) is specified.
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