Fig. # 9869-R
Rebar Channel Support Chair

Product Features:

e Uses rebar or other job site
materials to support and hold channel
ends together.

e Allows for vertical and horizontal
adjustment to Smith/ACO and Enviro-
Flo® Trench Drain Series channels.

Fig. # 9869-D
Double Arrow Channel Support

Product Features:

¢ Supports and holds two (2) channel
ends together.

e Allows for vertical and horizontal
adjustment to Smith/ACO Trench
Drain Series.

REBAR CHANNEL SUPPORT CHAIR

FUNCTION: This installation tool uses rebar or other job site materials to support and
hold channel ends together, allowing vertical and horizontal adjustment to Smith/
ACO and Enviro-Flo® Trench Drain Series channels. Supports channels and keeps
them from floating, allows vertical and horizontal adjustment as well as allowing
for a monolithic cement pour. Suitable for 9814, 9816, 9818, 9820 and 9930/9931

Drainage Systems.
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"Typ. Installation Detail"

DOUBLE ARROW CHANNEL SUPPORT

Function: This installation device supports and holds channel ends together,
allowing vertical and horizontal adjustment to Smith/ACO Trench Drain Series

channels.
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LOCATION

9869-D DOUBLE ARROW CHANNEL SUPPORT

s9869-D

DRAWING NUMBER

SIZE

NONE

SCALE:

5-11-06
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9869-D

DIMENSIONS ARE SUBJECT TO MANUFACTURERS TOLERANCE AND CHANGE WITHOUT NOTICE

FUNCTION: Supports channels and keeps them from floating, holds channel ends together & allows vertical and horizontal
adjustment. Allows monolithic pour of concrete. Suitable for use with 9814, 9816, 9818 and 9820 systems only.
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