
Protective Floor Drain & Cleanout
Top Cover

Product Features:
• All strainer heads and cleanout
	 tops shipped individually are shrink 	
	 wrapped in plastic before leaving the 	
	 factory.
• The cover protects the drain/		
	 cleanout top during shipping,
	 warehousing and on the job site.

Protective Floor Drain &
Cleanout Top cover
Protective cover is furnished with all strainer heads; Suffix -A through -T; and 
floor cleanout tops; Figure number 4020 through 4211. 
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Fig. #  9910
Smith+Gard Protective

Cover with Fig. # 2005-A05
Floor Drain

Product Features:
• Allows for vertical adjustment after
	 the concrete pour.
• Protects floor drain strainers or
	 cleanout covers before, during, and
	 after concrete pour.
• Negates the use of duct tape, saving
	 time and labor during clean up.
• Helps align square floor drain 		
	 strainers and cleanout covers to tile.
• An economical and professional 		
	 labor saving installation aid.
• Patented punch and strip design
	 technology allows for easy removal.
• Three Smith+Gard Protective Cover 	
	 sizes available.

  

FUNCTION: Provides a means of making final adjustment to floor drain after the 
concrete pour to attain a perfect finished floor. Also serves as a protective cover for 
strainer head during construction negating the use for adhesive duct tape, saving 
time and labor during clean up at jobsite.

Smith+Gard Protective CoverS

• Each protective cover is clearly 		
	 marked with the product number
	 and the Smith logo.
• The cover protects the drain/cleanout 	
	 top during the pour preserving the 	
	 finish.
  







FIGURE NUMBER 

LOCATION
A

OPTIONAL STRAINER HEADS 

Specify Type, Size & Finish
eg: H05CP

B DIA   05 (125)     06 (150)      07 (180)     08 (205)
  H          2 (51)          2 (51)       2 1/4 (57)    2 1/2 (64)
  MIN   1 1/4 (32)   1 1/4 (32)    1 1/4 (32)   1 1/2 (38)
  MAX  2 1/4 (57)   2 1/4 (57)    2 1/4 (57)   2 1/2 (64)

X

SUFFIX -H

SOLID HINGED COVER

FUNCTION: Used in areas where intermittent
drain use is required. Solid cover prevents
intrusion of chips, saw-dust, etc., which are
swept up before cover is opened for washdown.
The secondary strainer prevents debris from
entering the waste line.

H

B

SUFFIX -G
Specify Type, Size & Finish

eg: G08PB

B DIA   05 (125)      06 (150)     08 (205)
  H          2 (51)          2 (51)       2 1/2 (64) 
MIN     1 1/4 (32)    1 1/4 (32)   1 1/2  (38)
MAX    2 1/4 (57)    2 1/4 (57)   2 1/2 (64) 

LOW DOME STRAINER

MATERIALS:
Chrome Plated -CP
Polished Bronze -PB

FUNCTION: Used in gutters and recessed areas 
where excessive debris build-up is expected. 
Dome insures drainage even when partly 
covered.

H

B

Specify Type, Size & Finish
eg:  J06NBSUFFIX -J

FUNCTION: Solid gas tight, vandal proof, 
threaded cover for areas where intermittent 
drain use is required.

MATERIALS:
Chrome Plated -CP
Polished Bronze -PB

SPANNER WRENCH COVER

X
MIN MAX

2 (51)  3 (76) 

Specify Type, Size & Finish
eg:  K07CP

B SQ    05 (125)     06 (150)     07 (180)     08 (205)
  H          2 (51)         2 (51)      2 1/4 (57)   2 1/2 (64)
  MIN   1 1/4 (32)   1 1/4 (32)   1 1/4 (32)   1 1/2 (38)
  MAX  2 1/4 (57)   2 1/4 (57)   2 1/4 (57)   2 1/2 (64)X

SUFFIX -K

FUNCTION: Used in finished floors where 
some light wheeled traffic is anticipated.

MATERIALS:
Chrome Plated -CP
Polished Bronze -PB

REINFORCED SQUARE 
STRAINER

H

B

ANGLE STRAINER

Specify Type, Size & Finish
eg: VPB, WNB

SUFFIX 
-V -W

MATERIALS:
Cast Iron -CI
Chrome Plated -CP
Polished Bronze -PB

FUNCTION: Shower room drain set at wall and 
floor junction. Vertical grate openings prevent 
drain stoppage should flat surface become 
covered.

VARIATIONS:
Vandal Proof Screws -U

D

C

2 1/2

B

SUFFIX          B               C                  D                          X
                                                                                   
   -V          3 1/2 (89)    3 1/2 (89)   4 1/2 (115)  1 5/8 (41)  2 5/8(67)
   -W        6 3/4 (170)  6 3/4 (170)  6 1/2 (165)  1 5/8 (41)  2 5/8(67)

Specify Type, Size & Finish
eg:  YCP, ZCPSUFFIX -Y-Z

FUNCTION: Used as overflow drain in 
decorative pools, fish ponds or similar areas. 
Dome prevents floating objects from entering 
drain line.

VARIATIONS:
Less Dome -LD
Standpipe Height
other than 6" (150)
(Specify Height)

MATERIALS:
Chrome Plated -CP
Nickel Bronze -NB
Polished Bronze -PB

OVERFLOW WITH STANDPIPE

A

4 1/2

2

6

SUFFIX       A                         X                
              SIZE          MIN            MAX     
 -Y          2 (51)     3/4 (19)      2 1/8 (54)        

    -Z          3 (76)     3/4 (19)      2 1/8 (54)            

2010 SERIES OPTIONAL
STRAINER HEADS
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Specify Type,Size & Finish
eg: LNB

RECTANGULAR STRAINER

MATERIALS:
Chrome Plated -CP
Polished Bronze -PB

VARIATIONS:
Sediment Bucket -B
Vandal Proof 
   Screws -U

FUNCTION: Used in finished floors where 
light wheeled loads and or heavy foot traffic 
are anticipated.

 SUFFIX                L                         M                      N                        P                        R                     T
   B x B'   4 1/2(115)x8(205) 4(100)x12(305) 5(125)x9(230) 5(125)x13(330)6(150)x10(255) 5(125)x17(430)
      H              2 1/4 (57)              2 1/2 (64)         2 1/4 (57)              3 (76)             2 1/4 (57)          3 (76)  
     MIN           1 3/8 (35)              1 7/8 (48)        1 3/8 (35)          2 1/8 (54)          1 3/8 (35)          2 1/4 (57)
     MAX          2 3/8 (60)              2 3/4 (70)        2 3/8 (60)             3 (76)             2 3/8 (60)          3 1/8 (79)
X

H

B x B'

SUFFIX 
-L-M-N-P-R-T

FUNCTION: Used in finished floors where light 
wheeled loads and or heavy foot traffic are 
anticipated.

MATERIALS:
Polished Bronze -PB
Rough Bronze -RB

HEAVY DUTY ADJUSTABLE

2 3/16

6

SUFFIX -69SUFFIX -X

EXTENSION ADAPTOR

FUNCTION: Used when a strainer head must 
be raised to accommodate deeper floor fill.

REGULARLY
FURNISHED:
Duco Cast Iron -CI

MATERIALS:
Cast Bronze -CB
Galvanized Cast 
   Iron -G

NOTE: Extension can be stacked for increased 
maximum adjustment.

MIN 2 1/2
MAX 3 3/4

3 3/4 - 12

REV. DATE

E 11-4-97 Added Nickel Bronze EMB
F 1-22-99 T Strainer was S Strainer TBW

DESCRIPTION BY CKD. BY
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H

8 1/4 x 3 1/4 Oval
(210) x (83)

 4 1/2
(115)

5 x 2 1/2
(125) x (64)

4 (100) DIA

4 1/4 (110)

2 1/2
(64)

5 x 2 1/2
(125) x (64)

1 (25)

Fig. 3580

6 DIA (150)

4 1/4 (110)

2 1/2
(64)

Fig. 3581 Fig. 3590
Fig. 3591

MIN MAX

2 1/2 (64)

3 3/4 - 12
   (95)

MIN 2 1/2 (64)
MAX 3 3/4 (95)

4 1/2
(115)

6 (150)

2 (51)

6 (150)

2 3/16 (56)

6 x 2 1/2 Oval
(150) x (64)

NOTE: Dimensions shown in parenthesis are in millimeters.

eg: A06NB-69

BS
BS

G 6-11-99 Revised Tables CMD
H 8-24-99 Revised TBW

BS

BS

D 10-28-96 Chg'd Func of Suffix -V -W

Nickel Bronze -NB

Nickel Bronze -NB
Nickel Bronze -NB

Nickel Bronze -NB

Nickel Bronze -NB

Nickel Bronze -NB

3(76)

6(150)

VARIATIONS:
Flapper Type Backwater Valve
  (Specify Suffix -GV)
Sediment Bucket -B
Vandal Proof Screws -U

VARIATIONS:
Flapper Type Back-
  water Valve(Specify
  Suffix -KV)
Sediment Bucket -B
Vandal Proof
  Screws -U

VARIATIONS:
Flapper Type Back-
  water Valve(Specify
  Suffix -69V)
Sediment Bucket -B
Vandal Proof
  Screws -U

VARIATIONS:
Flapper Type
  Backwater
  Valve (Specify
  Suffix -GV)
Vandal Proof
  Screws -U

VARIATIONS:
Flapper Type Back-
  water Valve (Specify
  Suffix -JV)
Holes in Flange -SH
Sediment Bucket -B
Vandal Proof Screws -U

MATERIALS:
Cast Iron -CI
Chrome Plated -CP
Polished Bronze
  -PB
Nickel Bronze -NB
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