






#4 or #5 Rebar

(By Others)

4.00" MIN.
(102MM)

JAY R.
SMITH MFG. CO.
DIVISION OF SMITH INDUSTRIES, INC.
POST  OFFICE  BOX  3237

MONTGOMERY, ALABAMA  36109-0237  (USA)

TEL: 334-277-8520    FAX: 334-272-7396    www.jrsmith.comCUSTOMER
DRIVEN

SMITH®

MEMBER OF:

ASPE
SANITARY
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NGINEERINGPrevention Rather Than Cure
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9810 Advanced Hydraulic Presloped 

Fiberglass Trench System 



9812 High Capacity PreSloped Fiberglass

Trench System
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9812 High Capacity PreSloped

Fiberglass Trench System



9814 Channel Slope® Precast Polymer 

Concrete System

®

®
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®
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9814 Channel Slope® Precast

Polymer Concrete System



9816 Channel Slope® Extra Heavy Duty Polymer 

Concrete System

®

®

229

Channel Slope® is a registered trademark of ACO Polymer Products, Inc.



NOTE:  The grate securing bolts must remain secured in the grate and
tightened to the locking bar installed in the channel.  If the grate securing
bolts are removed from the grates for maintenance of the trench drain,
they must be replaced and retightened.  If the grate securing bolts are left
out of the grates, the life span of the trench drain system could be
affected along with the safety of pedestrian traffic.

51.95 SQ IN

®

®
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9816 Channel Slope® Extra Heavy Duty 

Polymer Concrete System



9818 Channel Slope® Precast Polymer Concrete 

System 

®

®
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9818 Channel Slope® Precast Polymer 

Concrete System 



9828 Channel Brute S300 Drain System

w/Integral Ductile Iron Rail
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9930 Enviro-Flo® Trench Drain System

 

®

®
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9930 SERIES ENVIRO-FLO
DRAIN SYSTEM

9930BS
l Slope® is a registered trademark of ACO Polymer Products, Inc.

®
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15.00

15.00

15.00

15.00

15.00

15.00

15.00

15.00

15.00
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CHANNEL

 NUMBER

  9930-1

  9930-1N

  9930-2

  9930-2N

  9930-3

  9930-3N

  9930-4

  9930-4N

  9930-5

  9930-5N

  9930-6

  9930-6N

  9930-7

  9930-7N

  9930-8

  9930-8N

IN.

5.63

5.63

5.87

5.87

6.11

6.11

6.35

6.35

6.59

6.59

6.83

6.83

7.07

7.07

7.31

7.31

MM.

144

144

150

150

156

156

161

161

169

169

175

175

181

181

187

187

SLOPE

0.6%

0.0%

0.6%

0.0%

0.6%

0.0%

0.6%

0.0%

0.6%

0.0%

0.6%

0.0%

0.6%

0.0%

0.6%

0.0%

EST CFS

.29

.29

.31

.31

.34

.34

.36

.36

.39

.39

.42

.42

.45

.45

.47

.47

EST GPM

128

128

141
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164

164

177

177

187
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200
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213

213

WEIGHT

Lbs.
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12.00
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12.00

13.00

13.00

DEEP END DEPTH SINGLE CHANNEL

HYDRAULIC CAPACITY AND DEEP END DEPTHS 9930 SYSTEM

  9930-9

  9930-9N

  9930-10

  9930-10N

  9930-11

  9930-11N
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  9930-12N
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  9930-13N
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  9930-14N

  9930-15

7.55

7.55
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7.79

8.03
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8.27

8.27

8.51

8.51

8.75

8.75

8.99

193
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224

224

230

0.6%

0.0%
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0.0%
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0.6%

.49

.49

.53
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  6.00  9930-095N 7.55 193 0.0% .25 114

237

237

250

250

261

261

274

274

287

287

301

*Supplied with QuickLoc® securing device regularly furnished

NOTE:  The grate securing bolts must remain secured

in the grate and tightened to the locking bar installed

in the channel.  If the grate securing bolts are removed

from the grates for maintenance of the trench drain,

they must be replaced and retightened.  If the grate

securing bolts are left out of the grates, the life span of

the trench drain system could be affected along with

the safety of pedestrian traffic.

K 12-20-04 Deleted #15N Channel TBW PJ
L 03/22/05 Updated Grates JJ PJ

***

***NOTE: The 1/2 Meter Channel

does not have a Vertical Outlet.
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NGINEERINGPrevention Rather Than Cure
Light Duty, DIN 19580 Class A - 3,500 lbs - 70 psi

For pedestrian, wheel chair and bicycle traffic

9870-410-GP- 1/4 dia. perforated galv. steel grate

 (27.60 SQ. IN.)

9870-420-G - 3 1/4 x 3/8 slotted galv. steel grate

 (42.60 SQ. IN.)

9870-440-VF- 4 7/8" x 5/8" vinylester fiberglass bar

 grate (144.00 SQ. IN) (Non-Q-Loc)

9870-440-VF2- 4 7/8" x 3/8" vinylester fiber glass bar

 grate (113.00 SQ. IN)

9870-450-SS- 3 1/4 x 3/8 slotted stainless steel grate

 (42.60 SQ. IN.)

9870-451-SSPA- 1/4 dia. perforated stainless steel

 grate (27.60 SQ. IN.)

9870-445-SSADA- 13/16 x 3/16 longitudinal stainless

 steel slot bar grate (95.00 SQ. IN.)

9870-494-PADAB- 1 3/4 x 5/16 longitudinal slot black

 polypropylene grate (28.0 SQ. IN.)

9870-494-PADAG- 1 3/4" x 5/16 longitudinal slot gray 

          polypropylene grate (28.0 SQ. IN.)

9870-491-HPP- 1 13/16" x .25 slotted black polypropylene

 grate non-Q-loc (17.00 SQ. IN.)

Heavy Duty, DIN 19580 Class C -56,000 lbs - 1,162 psi

For commercial pneumatic tire traffic patterns, forklifts 

and tractor trailers

9870-405-GM- 13/16 x 1/2 longitudinal galv. steel slot

 bar grate (125.30 SQ. IN.)

9870-411 -GPHD- 1/4 dia. perforated galv. steel grate

 (27.60 SQ. IN.)

9870-416-GS- solid galvanized steel cover (Non QuickLoc)

9870-425-GHD- 3 1/4 x 3/8 slotted galv. steel grate

 (42.60 SQ. IN.)

9870-430-SSM- 1 3/16 x 1/2 longitudinal stainless steel

 slot bar grate (125.30 SQ. IN.)

9870-455-SSHD- 3 1/4 x 3/8 slotted stainless steel grate

 (42.60 SQ. IN.)

9870-460-Cl- 3 15/16" x 3/8" cast iron slotted grate

 (21.00 SQ. IN) (Non QuickLoc)

9870-465-SSP- 1/4 dia. perforated stainless steel grate

 (27.60 SQ. IN.)

9870-479-MD- Mosaic pattern ductile iron grate

 (19.50 SQ. IN)

9870-485-PB- 1/4 dia. perforated brass grate

 (27.60 SQ. IN.)

9870-492-RC- 1 1/2 x 13/16 slotted resin composite

 grate (16.30 SQ. IN.)
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9930 Enviro-Flo® Trench Drain System
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49'-2 1/2" (15 meters) Sloped

45'-11" (14 meters) Non Sloped

®

®

9931 Extra Heavy Duty Enviro-Flo® Trench 

Drain System



237

 

***

®

®

9931 Extra Heavy Duty Enviro-Flo® Trench 

Drain System




