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OUTLET FIGURE STUD A B D APPROX.
TYPE NO. TYPE OF FITTING MOUNT SIZE SIZE STUD E G WT. LBS.

0532Y Single–3" Inlet & Outlet with 2" Vent Conn  453.00 03" 02" 2 x 6" 3 1/2" 1 3/4" 25
0533Y Single–3" Inlet & Outlet with 3" Vent Conn  453.00 03" 03" 2 x 6" 3 1/2" 1 3/4" 27

NO-HUB 0542Y Single–4" Inlet & Outlet with 2" Vent Conn  645.00 04" 02" 2 x 8" 3 1/2" 3 1/2" 27
0544Y Single–4" Inlet & Outlet with 4" Vent Conn  645.00 04" 04" 2 x 8" 3 1/2" 3 1/2" 29
0544DY Double–4" Inlet & Outlet  1,070.00 04" 04" 2 X 8" - - 46

Fig. 0544DY
Side Vi ew
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Rough 
Floor
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FIG. 0532Y, 0533Y, 0542Y, 0544Y, RESIDENTIAL FIXTURE SUPPORTS FOR SIPHON JET
WATER CLOSETS WITH VERTICAL CENTER LINE FITTINGS

NOTE: Coupling should extend 5/16" beyond finished wall.

NOTE: Longer closet studs and couplings available when required.

© 1" MIN to 1 1/4" MAX regularly furnished. Other dimensions

available upon request. 
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OUTLET FIGURE FLOOR A B APPROX.
TYPE NO. TYPE OF FITTING MOUNT• SIZE SIZE E J K L WT. LBS.

0532F Single–3" Inlet & Outlet with 2" Vent Conn  659.00 03" 02" 3" 5 1/4" 5 1/4" 8" 50
0533F Single–3" Inlet & Outlet with 3" Vent Conn  659.00 03" 03" 3" 6" 5 1/4" 8" 52

CAULK 0542F Single–4" Inlet & Outlet with 2" Vent Conn  849.00 04" 02" 3 1/2" 5 1/4" 5" 8" 51
0544F Single–4" Inlet & Outlet with 4" Vent Conn  849.00 04" 04" 3 1/2" 6" 5" 8" 54
0544FD Double–4" Inlet & Outlet  1,272.00 04" 04" - 6" 5" 8" 73

Fig. 0544FD
Side View
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Fig. 0533F
Side View
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NOTE: Coupling should extend 5/16" beyond finished wall.

NOTE: Longer closet studs and couplings available when required.

© 1" MIN to 1 1/4" MAX regularly furnished. Other dimensions

available upon request. 

• Floor mount series may also be used in commercial applications where applicable.

* Hub extends beyond
frame 1 1/4" for 4" cast
iron hub.

FIG. 0532F, 0533F, 0542F, 0544F, RESIDENTIAL FIXTURE SUPPORTS FOR SIPHON JET
WATER CLOSETS WITH VERTICAL CENTER LINE FITTINGS

NOTE: Always specify fixture manufacturer's model name and number.
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NOTE: Always specify fixture manufacturer's model name and number.
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OUTLET FIGURE FLOOR A B APPROX.
TYPE NO. TYPE OF FITTING MOUNT• SIZE SIZE E WT. LBS.

0532FY Single–3" Inlet & Outlet with 2" Vent Conn  659.00 03" 02" 3" 50
0533FY Single–3" Inlet & Outlet with 3" Vent Conn  659.00 03" 03" 3" 52

NO-HUB  0542FY Single–4" Inlet & Outlet with 2" Vent Conn  849.00 04" 02" 3 1/2" 51
 0544FY Single–4" Inlet & Outlet with 4" Vent Conn  849.00 04" 04" 3 1/2" 54
 0544FDY Double–4" Inlet & Outlet  1,272.00 04" 04" - 73

Fig. 0544FDY
Side View
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Fig. 0544FY
Side View
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Fig. 0544FY
Front View
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*NOTE: 5" dimension is to bottom of fitting.

NOTE: Coupling should extend 5/16" beyond finished wall.

NOTE: Longer closet studs and couplings available when required.

© 1" MIN to 1 1/4" MAX regularly furnished. Other dimensions

available upon request.

NOTE: Back of fitting extends beyond frame 1/4" for 4" sizes.
Recommend use with 2 x 8 studs only.

• Floor mount series may also be used in commercial applications where applicable.

* Hub extends beyond
frame 1 1/4" for 4" cast
iron hub.

FIG. 0532FY, 0533FY, 0542FY, 0544FY, RESIDENTIAL FIXTURE SUPPORTS FOR
SIPHON JET WATER CLOSETS WITH VERTICAL CENTER LINE FITTINGS
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NOTE: Always specify fixture manufacturer's model name and number.

Fig. 0548
Side View
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NOTE: Coupling should extend 5/16" beyond finished wall.

NOTE: Longer closet studs and couplings available when required.

© 1/2" MIN to 1 1/4" MAX regularly furnished. 

FIG. 0548 RESIDENTIAL FIXTURE SUPPORTS FOR SIPHON JET WATER CLOSETS
ADAPTER TYPE WITHOUT FITTINGS

OUTLET FIGURE STUD A D APPROX.
TYPE NO. TYPE OF FITTING MOUNT SIZE STUD E WT. LBS.

0548-3 Single–3" Copper Sweat Connection  386.00 03" 2 x 6" 4" 17
0548-4 Single–4" Copper Sweat Connection  513.00 04" 2 x 8" 5" 19

CAULK 0548D3 Double–3" Copper Sweat Connection  755.00 03" 2 x 8" - 34
0548P Single–3" Plastic Connection  386.00 03" 2 x 8" 4 1/2" 18
0548DP Double–3" Plastic Connection  755.00 03" 2 x 10" - 34
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NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0548F RESIDENTIAL SUPPORTS FOR SIPHON JET WATER CLOSETS ADAPTER
TYPE WITHOUT FITTINGS

Fig. 0548F
Side View
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Fig. 0548FD
Side View

7 1/2"

3 3/4"

3 3/4"

C

DOUBLE

7 1/2"

3" MIN

9" MAX

Fig. 0548F
Front View

A

A

18 1/2"

9"

17 1/2" 7 1/2"
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NOTE: Coupling should extend 5/16" beyond finished wall.

NOTE: Longer closet studs and couplings available when required.

© 1/2" MIN to 1 1/4" MAX regularly furnished. 

NOTE: Back of fitting extends beyond frame 1/2" for 4" sizes.

Recommend use with 2 x 8 studs only.

OUTLET FIGURE FLOOR A APPROX.
TYPE NO. TYPE OF FITTING MOUNT• SIZE E WT. LBS.

0548F-3 Single–3" Copper Sweat Connection  591.00 03" 4" 38
 0548F-4 Single–4" Copper Sweat Connection  716.00 04" 5" 38

CAULK 0548FD3 Double–3" Copper Sweat Connection  959.00 03" - 52
0548FP Single–3" Plastic Connection  591.00 03" 4 1/2" 37
0548FDP Double–3" Plastic Connection  959.00 03" - 51

• Floor mount series may also be used in commercial applications where applicable.
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NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0550 RESIDENTIAL SUPPORTS FOR SIPHON JET WATER CLOSETS VERTICAL
OFFSET FITTINGS

Fig. 0550
Side View
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NOTE: Coupling should extend 5/16" beyond finished wall.

NOTE: Longer closet studs and couplings available when required.

© 1" MIN to 1 1/4" MAX regularly furnished. Other dimensions

available upon request. Service weight regularly furnished.

OUTLET FIGURE STUD A D APPROX.
TYPE NO. TYPE OF FITTING MOUNT SIZE STUD E G J K L S WT. LBS.

0550L3 Single–Left Hand, 3" Caulk Connection  823.00 03" 2 x 6" 3 3/4" 1 3/4" 6" 5 1/4" 8" 5 1/4" 30
0550L4 Single–Left Hand, 4" Caulk Connection  823.00 04" 2 x 8" 3 3/4" 3 3/4" 6" 5" 8" 5 1/4" 32

CAULK
0550R3 Single–Right Hand, 3" Caulk Connection  823.00 03" 2 x 6" 3 3/4" 1 3/4" 6" 5 1/4" 8" 5 1/4" 30
0550R4 Single–Right Hand, 4" Caulk Connection  823.00 04" 2 x 8" 3 3/4" 3 3/4" 6" 5" 8" 5 1/4" 32
0550D3 Double–3" Caulk Connection  1,410.00 03" 2 x 6" 3 3/4" 1 3/4" 6" 5 1/4" 8" 5 1/4" 50
0550D4 Double–4" Caulk Connection  1,410.00 04" 2 x 8" 3 3/4" 3 3/4" 6" 5" 8" 5 1/4" 55
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NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0550F RESIDENTIAL SUPPORTS FOR SIPHON JET WATER CLOSETS VERTICAL
OFFSET FITTINGS

Fig. 0550F
Side View
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NOTE: Coupling should extend 5/16" beyond finished wall.

NOTE: When using closet with bar hanger, add suffix-H to figure
numbers shown.

NOTE: Longer closet studs and couplings available when required.

© 1" MIN to 1 1/4" MAX regularly furnished. Other dimensions

available upon request. Service weight regularly furnished.

*Hub extends beyond frame 1 1/4" for 4" cast iron hub. 

OUTLET FIGURE FLOOR A APPROX.
TYPE NO. TYPE OF FITTING MOUNT• SIZE E J K L S WT. LBS.

0550FL3 Single–Left Hand, 3" Caulk Connection  823.00 03" 3" 6" 5 1/4" 8" 5 1/4" 62
0550FL4 Single–Left Hand, 4" Caulk Connection  823.00 04" 3 3/4" 6" 5" 8" 5 1/4" 55

CAULK 0550FR3 Single–Right Hand, 3" Caulk Connection  823.00 03" 3" 6" 5 1/4" 8" 5 1/4" 62
0550FR4 Single–Right Hand, 4" Caulk Connection  823.00 04" 3 3/4" 6" 5" 8" 5 1/4" 55
0550FD3 Double–3" Caulk Connection  1,410.00 03" 3" 6" 5 1/4" 8" 5 1/4" 76
0550FD4 Double–4" Caulk Connection  1,410.00 04" 3 3/4" 6" 5" 8" 5 1/4" 82

• Floor mount series may also be used in commercial applications where applicable.
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0600 FACE PLATE FIXTURE SUPPORTS WITHOUT FITTINGS FOR SIPHON JET
WATER CLOSETS

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.

0600 Siphon Jet Type, 4" Connection  496.00 27

Fig. 0600
Side View
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C
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Fig. 0600
Front View

9"
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7 1/2"
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NOTE: Base support must be securely anchored
to floor (with four 1/2" Bolts furnished by others).

NOTE: Longer couplings available when required,
up to 14" long.

NOTE: © 1"  MIN to 3" MAX as regularly furnished
The water closet gasket regularly furnished is made of
molded neoprene and designed to fit water closet outlet
dimensions and configurations shown in ANSI Standard
A112.19.2M, Figure 13B. If gasket is not found to be
compatible to fixture due to nonconformance of said
fixture to ANSI A112.19.2M, then fixture manufacturer
shall be consulted for a suitable gasket recommendation.
Jay R. Smith assumes no liability for connections to
fixtures which do not conform to these standards.

NOTE: Base support must be securely anchored
to floor (with four 1/2" Bolts furnished by others).

NOTE: Longer couplings available when required,
up to 14" long.

NOTE: © 1"  MIN to 3" MAX as regularly furnished.

The water closet gasket regularly furnished is made of
molded neoprene and designed to fit water closet outlet
dimensions and configurations shown in ANSI Standard
A112.19.2M, Figure 13B. If gasket is not found to be
compatible to fixture due to nonconformance of said
fixture to ANSI A112.19.2M, then fixture manufacturer
shall be consulted for a suitable gasket recommendation.
Jay R. Smith assumes no liability for connections to
fixtures which do not conform to these standards.

FIG. 0620 FACE PLATE FIXTURE SUPPORTS WITHOUT FITTINGS FOR BLOWOUT
WATER CLOSETS

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0620 Blowout Type, 4" Connection  460.00 31

Fig. 0620
Side View
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0609, 0610 LABOR SAVER® OFF-THE-FLOOR URINAL SUPPORTS WITH 
SUPPORTING STUDS AND ADJUSTABLE COUPLING FOR BLOWOUT URINALS 

FIG. 0611 LABOR SAVER® OFF-THE-FLOOR URINAL SUPPORTS WITH SUPPORTING 
STUDS, WASTE FITTING AND ADJUSTABLE COUPLING FOR BLOWOUT URINALS 

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0609 3" Outlet Conn & Bottom Bearing Plate  898.00 42
0610 4" Outlet Conn & Bottom Bearing Plate  898.00 43

Fig. 0609Side View Front View
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Adjustable Coupling
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Fig. 0610
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NOTE: © This dimension can be increased when fixture support

is to be installed behind the wall (specify when required and wall
thickness).

NOTE: The rough-in dimensions listed on this drawing are based
on current information available to Jay R. Smith by the fixture
manufacturers. We recommend that you verify these dimensions
with the fixture manufacturer. We will not accept responsibility for
rough-in dimension changes by the fixture manufacturer.

For lettered dimensions, contact factory.

The water closet gasket regularly furnished is made of
molded neoprene and designed to fit water closet outlet
dimensions and configurations shown in ANSI Standard
A112.19.2M, Figure 13B. If gasket is not found to be
compatible to fixture due to nonconformance of said
fixture to ANSI A112.19.2M, then fixture manufacturer
shall be consulted for a suitable gasket recommendation.
Jay R. Smith assumes no liability for connections to
fixtures which do not conform to these standards.

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0611 4" Outlet Connection  1,487.00 42

Fig. 0611Side View Front View

Fixture Outlet Gasket

C.P. Capnuts

and Washers(3) 5/8 Studs

Finished Wall

Finished Floor
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3
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D
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NOTE: The rough-in dimensions listed on this drawing are based
on current information available to Jay R. Smith by the fixture
manufacturers. We recommend that you verify these dimensions
with the fixture manufacturer. We will not accept responsibility for
rough-in dimension changes by the fixture manufacturer.

For lettered dimensions, contact factory.

The water closet gasket regularly furnished is made of
molded neoprene and designed to fit water closet outlet
dimensions and configurations shown in ANSI Standard
A112.19.2M, Figure 13B. If gasket is not found to be
compatible to fixture due to nonconformance of said
fixture to ANSI A112.19.2M, then fixture manufacturer
shall be consulted for a suitable gasket recommendation.
Jay R. Smith assumes no liability for connections to
fixtures which do not conform to these standards.
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FIG. 0614, 0615 LABOR SAVER® URINAL SUPPORTS WITH HANGER PLATES FOR
BLOWOUT AND WASHOUT URINALS
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0614 Less Bottom Bearing Plate  562.00 26
0615 With Bottom Bearing Plate  628.00 32

Fig. 0614Side View Front View
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Fig. 0615Side View Front View
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NOTE: *This dimension can be increased when fixture support is

to be installed behind the wall (specify when required and wall
thickness). 

NOTE: The rough-in dimensions listed on this drawing are based
on current information available to Jay R. Smith by the fixture
manufacturers. We recommend that you verify these dimensions
with the fixture manufacturer. We will not accept responsibility for
rough-in dimension changes by the fixture manufacturer.

For lettered dimensions, contact factory.
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0616, 0617 LABOR SAVER® OFF-THE-FLOOR URINAL SUPPORTS WITH HANGER
PLATES FOR BLOWOUT AND WASHOUT URINALS WITH WALL HANGERS  

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0616 Less Bottom Bearing Plate  562.00 26
0617 With Bottom Bearing Plate  628.00 32

Fig. 0616Side View Front View
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Fig. 0617Side View Front View
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NOTE: *This dimension can be increased when fixture support is

to be installed behind the wall (specify when required and wall
thickness).

NOTE: The rough-in dimensions listed on this drawing are based
on current information available to Jay R. Smith by the fixture
manufacturers. We recommend that you verify these dimensions
with the fixture manufacturer. We will not accept responsibility for
rough-in dimension changes by the fixture manufacturer.

For lettered dimensions, contact factory.
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0622 LABOR SAVER® URINAL SUPPORT FLOOR MOUNTED TYPE WITH TOP AND
BOTTOM SUPPORTING PLATES AND STUDS FOR WASHOUT URINALS

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0622 With Bottom Bearing Plate  628.00 32

Fig. 0622Side View Front View

Finished Wall

Finished Floor

C.P. Cap Nuts

and Washers

(4) 1/4" Studs

1 1/2

*2 MIN

3

18

D

F

A

B

E

NOTE: *This dimension includes a wall thickness of 1/2". For

greater wall thickness, specify centerline of upright to finished
wall dimension.

NOTE: The rough-in dimensions listed on this drawing are based
on current information available to Jay R. Smith by the fixture
manufacturers. We recommend that you verify these dimensions
with the fixture manufacturer. We will not accept responsibility for
rough-in dimension changes by the fixture manufacturer.

For lettered dimensions, contact factory.
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0623, 0624 LABOR SAVER® URINAL SUPPORTS WITH HANGER PLATES FOR
BLOWOUT AND WASHOUT URINALS WITH CONCEALED WALL HANGERS

Fig. 0624Side View Front View

Finished Wall

Finished Floor

(5) 1/4" Studs

Hanger Furnished

by Fixture Mfg.

Bearing Bolts Only!

Do not confuse with

Outlet Connections.

1 1/2

2 MIN

*5 MAX

3

18

F

H

A

M

N

B

E

G

J

1"

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0623 Less Bottom Bearing Plate  562.00 26
0624 With Bottom Bearing Plate  628.00 32

Fig. 0623Side View Front View

Finished Wall

Finished Floor

(3) 1/4" Studs

Hanger Furnished

by Fixture Mfg.

1 1/2

2 MIN

*5 MAX

3

18

H

A
B

J

1"

NOTE: *This dimension can be increased when fixture support is

to be installed behind the wall (specify when required and wall
thickness).

NOTE: The rough-in dimensions listed on this drawing are based
on current information available to Jay R. Smith by the fixture
manufacturers. We recommend that you verify these dimensions
with the fixture manufacturer. We will not accept responsibility for
rough-in dimension changes by the fixture manufacturer.

For lettered dimensions, contact factory.
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FOR INFORMATION ON POA ITEMS, PLEASE CONTACT
YOUR LOCAL JAY R. SMITH REPRESENTATIVE

NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0628 LABOR SAVER® URINAL SUPPORT FLOOR MOUNTED TYPE W/TOP AND BOTTOM
SUPPORTING PLATES AND STUDS FOR WASHOUT URINALS W/TOP STUD AND BOTTOM OUTLET

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0628 With Bottom Bearing Plate  628.00 32

Fig. 0628Side View Front View

Finished Wall

Finished Floor

(4) 1/4" Studs

Hanger Furnished

by Fixture Mfg.

1 1/2

*2 MIN

3

18

F

H

A

B

E

J

NOTE: *This dimension includes a wall thickness of 1/2". For

greater wall thickness, specify centerline of upright to finished
wall dimension.

NOTE: The rough-in dimensions listed on this drawing are based
on current information available to Jay R. Smith by the fixture
manufacturers. We recommend that you verify these dimensions
with the fixture manufacturer. We will not accept responsibility for
rough-in dimension changes by the fixture manufacturer.

For lettered dimensions, contact factory.

The water closet gasket regularly furnished is made of
molded neoprene and designed to fit water closet outlet
dimensions and configurations shown in ANSI Standard
A112.19.2M, Figure 13B. If gasket is not found to be
compatible to fixture due to nonconformance of said
fixture to ANSI A112.19.2M, then fixture manufacturer
shall be consulted for a suitable gasket recommendation.
Jay R. Smith assumes no liability for connections to
fixtures which do not conform to these standards.
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0629, 0630, 0632, 0633 URINAL SUPPORTS FOR OFF-THE-FLOOR URINALS WITH
SUPPORTING STUDS AND ADJUSTABLE COUPLING FOR BLOWOUT URINALS/SINKS

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0629 3" Outlet Conn & Bottom Bearing Plate  689.00 42
0630 4" Outlet Conn & Bottom Bearing Plate  689.00 43
0631 4" Outlet Connection  1,143.00 42
0632 2" Outlet Connection  606.00 33
0633 3" Outlet Connection  606.00 37

Fig. 0629Side View Front View

Fixture Outlet Gasket

C.P. Capnuts

and Washers

(3) 5/8 Studs

Steel Plate

Welded to 

Upright (see

base detail)

1 1/4 Pipe

Finished Wall

Finished Floor

Adjustable Coupling

C

1 1/4

Fig. 0629

2 1/2 MIN

5 1/4 MAX

Fig. 0630

1 MIN

3 3/4 MAX

4 x 4

9

15

A

B

D

1

2

Fig. 0632Side View Front View

Fixture Outlet Gasket

C.P. Capnuts

and Washers

3/8 Studs

Finished Wall

Finished Floor

Adjustable Coupling

C

1 3/4

Fig. 0632

3 1/4 MIN

5 3/4 MAX

Fig. 0633

4 3/4 MIN

7 1/2 MAX

4 5 1/4

E

D

A

B

7

2

17 MIN

24 MAX

For lettered dimensions, contact factory.

NOTE: Coupling should extend 5/8" beyond finished wall. 

NOTE: All support bases must be securely anchored to a rigid

floor and/or other rigid substructure with (4) 1/2" bolts furnished
by others.

The water closet gasket regularly furnished is made of
molded neoprene and designed to fit water closet outlet
dimensions and configurations shown in ANSI Standard
A112.19.2M, Figure 13B. If gasket is not found to be
compatible to fixture due to nonconformance of said
fixture to ANSI A112.19.2M, then fixture manufacturer
shall be consulted for a suitable gasket recommendation.
Jay R. Smith assumes no liability for connections to
fixtures which do not conform to these standards.
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0634, 0635, 0636, 0637 URINAL SUPPORTS FOR OFF-THE-FLOOR URINALS WITH
HANGER PLATES FOR BLOWOUT AND WASHOUT URINALS

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0634 Less Bottom Bearing Plate  433.00 26
0635 With Bottom Bearing Plate  483.00 32
0636 Less Bottom Bearing Plate  433.00 26
0637 With Bottom Bearing Plate  483.00 32

Fig. 0634Side View Front View

C.P. Capnuts

and Washers

Steel Plate

Welded to 

Upright Finished Wall

Finished Floor

Cutout for

Fixture with

Back Supply

1 1/4

2 MIN

*5 MAX

3 x 4

17

D

A

B

J

K

L

Fig. 0635Side View Front View

C.P. Capnuts

and Washers

Finished Wall

Finished Floor

Cutout for

Fixture with

Back Supply

1 1/4

2 MIN

*5 MAX

3 x 4

17

D

A

B

J

K

L

M

N

Bearing Studs

Steel Plate

Welded to

Upright.

F

E G

NOTE: *This dimension can be increased when fixture support is to be installed behind the wall (specify

when required and wall thickness). 

NOTE: All support bases must be securely anchored to a rigid floor and/or other rigid substructure with (4)

1/2" bolts furnished by others.

For lettered dimensions, contact factory.

2012 Master_CAT_PG Masters  9/27/2011  4:48 PM  Page 97



98

FIXTURE SUPPORTS

CUSTOMER
DRIVEN

SMITH®

†REGULARLY FURNISHED

NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0642, 0643, 0644, 0648 URINAL SUPPORTS FOR OFF-THE-FLOOR URINALS WITH
HANGER PLATES FOR BLOWOUT AND WASHOUT URINALS

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0642 With Bottom Bearing Plate  483.00 32
0643 Less Bottom Bearing Plate  433.00 26
0644 With Bottom Bearing Plate  483.00 32
0648 With Bottom Bearing Plate  483.00 32

Fig. 0643Side View Front View

(3) 1/4 Studs

Hanger Furnished

by Fixture Mfg.

Finished Wall

Finished Floor

1 1/4

2 MIN

*5 MAX

4 SQ

17

H

A
B

J

1

Steel Plate

Welded to

Upright.

2

Fig. 0648Side View Front View

(4) 1/4 Studs
Finished Wall

Finished Floor

1 1/2

*2 MIN

4 SQ

17

H

A

B

Steel Plate

Welded to

Upright.

F

2

2

E

J

2
Hanger Furnished

by Fixture Mfg.

NOTE: *This dimension can be increased when fixture support is to be installed behind the wall (specify

when required and wall thickness). 

For lettered dimensions, contact factory
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0650 SERIES 90° DOUBLE VERTICAL INLET STACK FITTINGS

6 1/2

Vent

7

CAULK
STACK

4

Fig. 0650

8

45°

8

5 1/4

Aux. Inlet

Fig. 0650
Top View

2" Vent

5 3/4

5 1/4

4

4 1/2

NO-HUB
STACK

Fig. 0650Y

2" NO-HUB Vent 

8
45°

8

Aux. Inlet

5 1/4

Vent 

Fig. 0650Y
Top View

Rear Support Lug Regularly Furnished. 
-M51 Anchor Foot Assembly Available 
(When Specified)

FUNCTION: Recommended for use in institutions where one stack fitting serves two rooms while providing separate vent hubs. The 1 1/2"
or 2" connection is provided for a lavatory waste when required.

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.

0650 Caulk Conn, Less 2" Auxiliary Tap  1,504.00 47
0650Y No Hub Conn, Less 2" Auxiliary Tap  1,504.00 42
0651 Caulk Conn, With 2" Auxiliary Tap  1,713.00 47
0651Y No Hub Conn, With 2" Auxiliary Tap  1,713.00 42

Nipple with Coupling for Fittings Above N/C -

FIG. 0660 VERTICAL INLET STACK FITTINGS

5 1/2

90°

5 1/2

8 1/2

11

Aux. Inlet

4

4

3 1/4

11

4

Fig. 0660
Front View Top View

Auxiliary inlet available 
when speciifed.  1 1/2" 
or 2" NPT inlet (Specify 
Suffix -N15 or -N2)

45°
Auxiliary Inlet

Side View

FUNCTION: Recommended for use in institutions where one stack fitting serves two rooms while providing separate vent hubs. The 1 1/2" or 2"
connection is provided for a lavatory waste when required.

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.
0660 Thread Conn, Less 2" Auxiliary Tap  1,596.00 23
0661 Thread Conn, With 2" Auxiliary Tap  1,809.00 30

Nipple with Coupling for Fittings Above N/C -
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG 0672, 0674 SERIES INLET STACK FITTINGS FOR HUB AND SPIGOT SYSTEMS

ASSEMBLY APPROX.
NO. DESCRIPTION PRICE WT. LBS.

M73 OR M74 Outlet Conn (to 12"), for Stainless Steel  440.00 6
M-80-NH 4" No Hub Connection, 6" long*  440.00 

M-80-T 4" Thread Connection, 6" long*  440.00 

M-81-NH 4" No Hub Connection, 12" long*  385.00 

M-81-T 4" Thread Connection, 12" long*  385.00 

M-84-4-NH 4" Male No Hub Connection  221.00 

M-84-4-T 4" Male Thread Connection  221.00 

4 5/82" Vent

A

B

6

Finished Wall

Fig. 0672

Front ViewSide View

Aux. Inlet 1 1/2"
or 2" NPT (Specify
Suffix -N15 or -N2)

CC

4" Adjustable
Coupling

C.P. Cap Nuts
and Washers

Closet Outlet
Gasket

FUNCTION: Recommended for use with a floor mounted back outlet water closet.

SERVICE
FIGURE WEIGHT NO-HUB APPROX.

NO. DESCRIPTION PRICE A B A B WT. LBS.
0672 4" Spigot Conn, With 2" Vent Hub  841.00 5" 8" - - 19
0672Y 4" No Hub Conn, With 2" Vent  841.00 7" 20" 19
0674 4" Spigot Conn, With 4" Vent Hub  841.00 5 1/2" 8" - - 19
0674Y 4" No Hub Conn, With 4" Vent  841.00 - - 7" 20" 19

Nipple with Coupling for Fittings Above N/C -

MULTIPLE INLET STACK FITTING CONNECTION ASSEMBLIES

© Dimension is regularly furnished 4"

long. Coupling provides 3/4" adjustment
in either direction.

The water closet gasket regularly furnished is made of molded neoprene and designed to fit water closet outlet dimensions and configurations shown in
ANSI Standard A112.19.2M, Figure 13B. If gasket is not found to be compatible to fixture due to nonconformance of said fixture to ANSI A112.19.2M,
then fixture manufacturer shall be consulted for a suitable gasket recommendation. Jay R. Smith assumes no liability for connections to fixtures which
do not conform to these standards.

*Add $ 46.00 for each additional 6" of thru-wall stainless steel tubing
required. For factory cut special lengths, add $ 23.00 per cut additional.

M-80 and M-81 Series thru-wall waste connection with cleanout tee for
stainless steel fixtures with recessed waste connection and 5/16"
tappings on 6" centers.
M-84 Series in-wall waste connection for stainless steel fixtures with
recessed waste connection and 5/16" tappings.
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0673 VERTICAL OFFSET WASTE FITTING WITH SIDE INLET

FIG. 0675 AND 0688 SERIES VERTICAL OFFSET WASTE FITTING WITH SIDE INLET

Fig. 0673
Top View

SINGLE

6"

3 1/8"

4"

C

2" Vent

High Inlet Available in

1 1/2" or 2" Thread or

2" Caulk

4" Adjustable

Coupling

C.P. Cap Nuts

and Washers

Finished Wall

Closet Outlet

Gasket

Fig. 0673D
Top View

DOUBLE

4"

4"

C

C

Fig. 0673
Front View

4"

5 1/2" 7 1/2"

4"

12"

6"

4"

5 1/4"5 1/2"

Inlet for Bath Tub 

Available in 1 1/2" 

or 2" Thread or 

2" Caulk

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.

0673R-1T Single–Right Hand w/High and Low Inlets  1,150.00 43
0673D-2T Double w/High and Low Inlets  1,649.00 60

© Dimension is regularly furnished 4" long. Coupling

provides 3/4" adjustment in either direction.

NOTE: Regularly furnished with high and low auxiliary
inlet, specify sizes and type.

The water closet gasket regularly furnished is made of molded neoprene and designed to fit water closet outlet dimensions and configurations shown in
ANSI Standard A112.19.2M, Figure 13B. If gasket is not found to be compatible to fixture due to nonconformance of said fixture to ANSI A112.19.2M,
then fixture manufacturer shall be consulted for a suitable gasket recommendation. Jay R. Smith assumes no liability for connections to fixtures which do
not conform to these standards.

Fig. 0675
Front View

4"

5 1/2" 7 1/2"

12"

33 1/2"

4"

5 1/4"

Fig. 0675D
Top View

DOUBLE

4"

4"

C

C

Fig. 0675
Top View

SINGLE

6"

3 1/8"

4"

C

2" Vent

4" Adjustable

Coupling

C.P. Cap Nuts

and Washers

Finished Wall

Closet Outlet

Gasket

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.

0675L Single–Left Hand less Inlets  730.00 56
0675R Single–Right Hand less Inlets  730.00 56
0675D Double less Inlets  1,230.00 68
0688L Single–Left Hand less Inlets  1,227.00 48
0688R Single–Right Hand less Inlets  1,227.00 48
0688D Double less Inlets  1,725.00 68

© Dimension is regularly furnished 4" long. Coupling

provides 3/4" adjustment in either direction.

The water closet gasket regularly furnished is made of molded neoprene and designed to fit water closet outlet dimensions and configurations shown in
ANSI Standard A112.19.2M, Figure 13B. If gasket is not found to be compatible to fixture due to nonconformance of said fixture to ANSI A112.19.2M, then
fixture manufacturer shall be consulted for a suitable gasket recommendation. Jay R. Smith assumes no liability for connections to fixtures which do not
conform to these standards.
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

FIG. 0676 VERTICAL OFFSET WASTE FITTING WITH SIDE INLET

Fig. 0676
Front View

4"

5 1/2"
7 1/2"

33 1/2"

5/8"

4"

5 1/4" Lavatory Inlet Available

in 1 1/2" or 2" Thread 

or 2" Caulk (specify).

Fig. 0676D
Top View

DOUBLE

4"

4"

C

C

Fig. 0676
Top View

SINGLE

6"

3 1/8"

4"

C

2" Vent

4" Adjustable

Coupling

C.P. Cap Nuts

and Washers

Finished Wall

Closet Outlet

Gasket

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.

0676L Single-Left Hand w/High Inlet  1,431.00 65
0676R Single-Right Hand w/High Inlet  1,431.00 65
0676D Double-with High Inlet  1,930.00 65

© Dimension is regularly furnished 4" long. Coupling

provides 3/4" adjustment in either direction.

FIG. 0679 AND 686 SERIES VERTICAL OFFSET WASTE FITTING WITH HIGH SIDE INLET

The water closet gasket regularly furnished is made of molded neoprene and designed to fit water closet outlet dimensions and configurations shown in
ANSI Standard A112.19.2M, Figure 13B. If gasket is not found to be compatible to fixture due to nonconformance of said fixture to ANSI A112.19.2M, then
fixture manufacturer shall be consulted for a suitable gasket recommendation. Jay R. Smith assumes no liability for connections to fixtures which do not
conform to these standards.

Fig. 0679
Front View

A

5 1/2"
7 1/2"

33 1/2"

4"

5 1/4"5 1/2"

Fig. 0679
Top View

SINGLE

6"

3 1/8"

4"

C

2" Vent

High Inlet Available in

1 1/2" or 2" Thread or

2" Caulk

4" Adjustable

Coupling

C.P. Cap Nuts

and Washers

Finished Wall

Closet Outlet

Gasket
Fig. 0679D
Top View

DOUBLE

4"

4"

C

C

A
FIGURE PIPE APPROX.

NO. DESCRIPTION PRICE SIZE WT. LBS.
0679L Single–Left Hand w/High Inlet  938.00 04" 42
0679R Single–Right Hand w/High Inlet  938.00 04" 42
0679D Double w/High Inlet  1,440.00 04" 55
0686L Single–Left Hand w/High Inlet  1,431.00 04" 65
0686R Single–Right Hand w/High Inlet  1,431.00 04" 65
0686D Double w/High Inlet  1,930.00 04" 68

© Dimension is regularly furnished 4" long. Coupling

provides 3/4" adjustment in either direction.

NOTE: Regularly furnished with high and low auxiliary
inlet, specify sizes and type.
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

© Dimension as regularly furnished permits a

dimension of 3" MIN to 4" MAX. Coupling provides
1/2" adjustment in either direction.

Always specify © dimension required.

Minimum © dimension of 1" available using special

male end coupling. 

NOTE: Coupling should extend 5/16" beyond
finished wall.

NOTE: When required a 2"  NO-HUB Aux. inlet
adapter is available specify suffix-NY

FIG. 0683 SERIES VERTICAL OFFSET WASTE FITTING WITH SIDE INLET

The water closet gasket regularly furnished is made of molded neoprene and designed to fit water closet outlet dimensions and configurations shown in
ANSI Standard A112.19.2M, Figure 13B. If gasket is not found to be compatible to fixture due to nonconformance of said fixture to ANSI A112.19.2M,
then fixture manufacturer shall be consulted for a suitable gasket recommendation. Jay R. Smith assumes no liability for connections to fixtures which do
not conform to these standards.

The water closet gasket regularly furnished is made of molded neoprene and designed to fit water closet outlet dimensions
and configurations shown in ANSI Standard A112.19.2M, Figure 13B. If gasket is not found to be compatible to fixture due
to nonconformance of said fixture to ANSI A112.19.2M, then fixture manufacturer shall be consulted for a suitable gasket
recommendation. Jay R. Smith assumes no liability for connections to fixtures which do not conform to these standards.

Fig. 0683
Front View

A

5 1/2" 7 1/2"

4"

12"

6"

4"

5 1/4"

Inlet for Bath Tub 

Available in 1 1/2" 

or 2" Thread or 

2" Caulk

Fig. 0683D
Top View

DOUBLE

4"

4"

C

C

Fig. 0683
Top View

SINGLE

6"

3 1/8"

4"

C

2" Vent

4" Adjustable

Coupling

C.P. Cap Nuts

and Washers

Finished Wall

Closet Outlet

Gasket

Fig. 0674Y
Side View

4"

4"

B

20"

2 3/8"

A

C

Fig. 0674Y
Front View

4"

Vent

4"

4" 4"

Fig. 0672Y
Side View

2"

4"

B

20"

2 3/8"

A

C Finished Wall

1 1/2" or 2" NPT

Aux. Inlet Available

(add suffix -N)

4" Adjustable Coupling

C.P. Cap Nuts

and Washers

Closet Outlet Gasket

A
FIGURE PIPE APPROX.

NO. DESCRIPTION PRICE SIZE WT. LBS.
0683L Single–Left Hand w/Low Inlet  938.00 04" 40
0683R Single–Right Hand w/Low Inlet  938.00 04" 40
0683D Double w/Low Inlet  1,440.00 04" 60

© Dimension is regularly furnished 4" long. Coupling

provides 3/4" adjustment in either direction.

FIG 0672Y, 0674Y NO-HUB VERTICAL CENTERLINE FITTING

FUNCTION: Recommended for use with a floor mounted back outlet water closet.

FIGURE NO-HUB APPROX.
NO. DESCRIPTION PRICE A B WT. LBS.

0672Y Single–with 2" Vent  841.00 4" 7" 35
0674Y Single–with 4" Vent  841.00 4" 5" 35
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NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

*Service Weight sized for No Hub.

FIG. 0676Y NO-HUB VERTICAL OFFSET WASTE FITTING 

FIG. 0688Y NO-HUB VERTICAL OFFSET WASTE FITTING 

7

4

4 1/2

20

5/86 1/2

4

5 1/2

2" Vent

High Inlet

C

2 1/4

4

6

4

4

C

C

6

Finished Wall

*4"(100) Adjustable

Coupling

Closet Outlet

Gasket

C.P. Cap Nuts

and Washers

SINGLE

DOUBLE

TOP VIEW

Fig. 0676Y

FRONT VIEW TOP VIEW

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.

0676LY LH–w/One High Sanitary Inlet on Vent Side  1,047.00 36
0676RY RH–w/One High Sanitary Inlet  on Vent Side  1,047.00 36
0676DY Dbl–w/One High Sanitary Inlet  on Vent Side  1,550.00 48

NOTES: Fittings shown are regularly
furnished with (1) 2" NO-HUB sanitary
sweep inlet.
© Dimension as regularly furnished
permits a dimension of 3" minumum to
4 1/2" maximum coupling provides
3/4" adjustment in either direction.
Always specify © dimension required.
Minimum © dimension of 1" available
using special male end coupling.
*Coupling should extend 5/16" beyond

finished wall.

The water closet gasket regularly furnished is made of molded neoprene and designed to fit water closet outlet
dimensions and configurations shown in ANSI Standard A112.19.2M, Figure 13B. If gasket is not found to be
compatible to fixture due to nonconformance of said fixture to ANSI A112.19.2M, then fixture manufacturer shall
be consulted for a suitable gasket recommendation. Jay R. Smith assumes no liability for connections to fixtures
which do not conform to these standards.

4

4

Finished Wall

6

*4" (100)
Adjustable 
Coupling

Closet Outlet
Gasket

C.P. Cap Nuts
and Washers

Front View

2" Vent

4

4 1/2

5 1/2 

4

6 1/2

20

DOUBLE
Top View

4

2 1/4

6

SINGLE

Top View

Fig. 0688Y

C

C

C

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.

0688LY Single–Left Hand  840.00 38
0688RY Single–Right Hand  840.00 38
0688DY Double  1,337.00 54

NOTES: Fittings shown are regularly
furnished with (1) 2" NO-HUB sanitary
sweep inlet.
© Dimension as regularly furnished
permits a dimension of 3" minumum to
4 1/2" maximum coupling provides 3/4"
adjustment in either direction.
Always specify © dimension required.
Minimum © dimension of 1" available
using special male end coupling.
*Coupling should extend 5/16" beyond
finished wall.

2012 Master_CAT_PG Masters  9/27/2011  4:48 PM  Page 104



105 †REGULARLY FURNISHED

FIXTURE SUPPORTS

CUSTOMER
DRIVEN

SMITH®

F
IX

T
U

R
E

 S
U

P
P

O
R

T
S

NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

Fig. 0677-SW
Top View

SINGLE

6"

3"

4"

C

2" Vent Hub

*Adjustable

Coupling

C.P. Cap Nuts

and Washers

Finished Wall

Processd Felt

Gasket

Fig. 0677-SWD
Top View

DOUBLE

4"

4"

C

C

6"

Fig. 0677-SW
Front View

4"

N

5 1/2" 7 1/2"

4"

23"

4"

5 1/4"
2" Vent Hub

Side Inlet Available

in 1 1/2" or 2" NPT

or 2" Caulk (specify).

Fig. 0678-SW
Front View

4"

N

5 1/2" 7 1/2"

5/8"

23"

4"

K 5 1/4"
2" Vent Hub

Side Inlets

Available in

1 1/2" or 

2" NPT or 

2" Caulk 

(specify).

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.

0677LSW LH–w/One Sanitary Inlet  on Vent Side  1,050.00 47
0677RSW RH–w/One Sanitary Inlet on Vent Side  1,050.00 47
0677DSW Dbl–w/One Sanitary Inlet  on Vent Side  1,549.00 71

FIG. 0677-SW* VERTICAL OFFSET WASTE FITTING 

Fig. 0678-SW
Top View

SINGLE

6"

3"

4"

C

2" Vent Hub

*4" Adjustable

Coupling

C.P. Cap Nuts

and Washers

Finished Wall

Processd Felt

Gasket

Fig. 0678-SWD
Top View

DOUBLE

4"

4"

C

C

6"

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.

0678LSW LH–w/Two High Sanitary Inlet s  1,261.00 45
0678RSW RH–w/Two High Sanitary Inlet s  1,261.00 45
0678DSW Dbl–w/Two High Sanitary Inlet s  1,759.00 70

FIG. 0678-SW* VERTICAL OFFSET WASTE FITTING 

FOR INFORMATION ON POA ITEMS, PLEASE CONTACT
YOUR LOCAL JAY R. SMITH REPRESENTATIVE
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FIXTURE SUPPORTS

CUSTOMER
DRIVEN

SMITH®

†REGULARLY FURNISHED

NOTE: Service weight regularly furnished on fittings above.
NOTE: Always specify fixture manufacturer's model name and number.

Fig. 0689-SW
Top View

SINGLE

6"

3"

4"

C

2" Vent Hub

*Adjustable

Coupling

C.P. Cap Nuts

and Washers

Finished Wall

Processd Felt

Gasket

Fig. 0689-SWD
Top View

DOUBLE

4"

4"

C

C

6"

Fig. 0689-SW
Front View

4"

N

5 1/2" 7 1/2"

4"

23"

4"

5 1/4"
2" Vent Hub

K

Side Inlets

Available in

1 1/2" or 

2" NPT or 

2" Caulk 

(specify).

FIGURE APPROX.
NO. DESCRIPTION PRICE WT. LBS.

0689LSW LH–w/Two Sanitary Inlet s  1,261.00 48
0689RSW RH–w/Two Sanitary Inlet s  1,261.00 48
0689DSW Dbl–w/Two Sanitary Inlet s  1,759.00 71

FIG. 0689-SW* VERTICAL OFFSET WASTE FITTING 

*Service Weight sized for No Hub.

TYPE OF VARIATION ADD FOR
SUFFIX APPROX.

NO DESCRIPTION WT LBS. SINGLE DOUBLE

• • -95 Test Cap Assembly 1  N/C  N/C 
• • • • -M12 Support for Exposed Flush Valve Supply 1  50.00  100.00 
• • • • -M13 Finishing Frame 1  47.00  95.00 
• • • • -M17 Water Closet Setting Gauge 5  286.00 –
• • -M40 Extra Foot Support for Wide Pipe Chase 10  207.00  414.00 
• • • -M50 High Set Legs for Raised Closet Support 5  N/C  N/C 
• • -M54 Face Plate with Side Leg Assembly 22  N/C  N/C 
• • -M58 Face Plate with “O” Ring Seal and Adjustable ABS Nipple 18  N/C  N/C 
• • -M54-M58 Face Plate with Side Leg Assembly, “O” Ring Seal and Adjustable ABS Nipple 22  N/C  N/C 
• • -M73 *Closet Outlet Connection (to 12") for use with Stainless Steel Fixtures 7  440.00  881.00 
• • -M74 *Closet Outlet Connection (to 12") for use with Stainless Steel Fixtures 6  440.00  881.00 
• • • -N Each Tapped Auxiliary Inlet, 1 1/4", 1 1/2", or 2" –  209.00 –
• • -G Galvanized Support –  POA  POA 
• • • • U Vandal Proof Trim –  75.00  150.00 
• • 99 Coupling Wrench –  61.00 –
• • Cast Iron or PVC Outlet Nipple & Steel Studs, 13–34", PER INCH –  58.00  114.00 

• Residential Coupling over 3", PER INCH –  33.00  64.00 
• • • • Closet Outlet Gasket, Felt or Neoprene 1  N/C  N/C 
• Alternate Vent Locations, Vertical Fittings Only –  N/C  N/C 

TYPE OF VARIATION DEDUCT FOR
SUFFIX APPROX.

NO DESCRIPTION WT LBS. SINGLE DOUBLE

• • -NC Less Nipple and Coupling –  75.00  150.00 

VARIATIONS FOR ADJUSTABLE, COMPACT, RESIDENTIAL AND FACE PLATE TYPE FIXTURE SUPPORTS
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