Fig. # 4100
Finished Floor Cleanouts with

®

“Twis-to-Floor®” Adjustable Tops
Product Features:

¢ One size top assembly for 2-4” outlet
ferrules eliminates sorting tops by
Size, maximizes installation versatility
and uniform appearance.

Regularly furnished thicker

finished floor cover reinforced with
support ribs for strength and
durability to eliminate dishing.
Regularly furnished finished floor
cleanouts provided with unique new
top assembly which allows for
interchangeability of scoriated, tile

or terrazzo covers AFTER finished
concrete pour.

Finished floor top frame and cover
secured independently so frame stays
in place when cover is removed during
maintenance.

The smooth outside surface of the

top assembly and the thread protector
Styrofoam ring maximize adjustment
during and after the finished floor
concrete pour.

2-4” ferrules for no-hub, spigot,
inside caulk or gasket outlet
connection provided with external
machined thread for positive non-tilt
engagement of adjustable top.
Machined ferrule provides

positive non-tilt engagement for
optional threaded anchor flange and
clamping collar which can be adjusted
for waterproof membrane placement.

Ferrule Assembly Features:

e Easy to attach and remove to adjust
frame.

e Easy to install clamping device.

e Cast iron clamping device providing
maximum clamping force to the
membrane.

JUBILEE “TWIS-TO-FLOOR®”
4000 SERIES CLEANOUTS

Jay R. Smith Mfg. Co.’s “Jubilee Series” Cleanout line meets all the requirements of
codes and standards for maximum access, while providing an aesthetically pleasing
product for finished floor installation. The Twis-To-Floor® Cleanouts also incorporate
additional strength during and after installation and unique versatility in adjustment
before and after the pour, features every contractor can get excited about using.
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TWIS-TO-FLOOR® ADJUSTMENT

NO-HUB OUTLET

"A" (Pipe Size) = 02(50), 03(75), 04(100) or 05(125)

Fig. 4100S.....Gasket Seal - ABS Plug (Twis-to-Floor® design shown with gasketed

Fig. 4101S.....Gasket Seal - Bronze Plug plug.)

F!g. 4103S.....Taper Thread - Bronze Plug NOTE: Dimensions shown in

Fig. 4104S.....Taper Thread - ABS Plug parentheses are in millimeters.
REGULARLY FURNISHED: VARIATIONS:

Adjustable Scoriated Secured Nickel Flange with Flashing Clamp -F-C
Bronze Top. Closure Plug Type as Vandal Proof Top -U
Indicated By Figure Number Selected.

Duco Cast Iron Cleanout with Round @ Flashing Flange -F

OPTIONAL MATERIALS:
Galvanized Cast Iron -G
Polished Bronze Top -PB
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FINISH

ED FLOOR

CLEANOUTS

WITH "TWIS-TO-FLOOR®" ADJUSTABLE TOPS

ROUND NICKEL BRONZE TOP

"C.0Q." cast in Secured Cover

5 3/4"(145) DIA. -
RAAIE

FUNCTION: For use in finished floors bearing foot and medium load wheeled traffic. Allows for easy floor level adjustment.
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TWIS-TO-FLOOR® ADJUSTMENT

NO-HUB OUTLET

"A" (Pipe Size) = 02(50), 03(75), 04(100) or 05(125)

Fig. 4020S.....Gasket Seal
Fig. 40218S.....Gasket Seal

REGULARLY FURNISHED:

Fig. 4023S.....Taper Thread - Bronze Plug
Fig. 4024S.....Taper Thread - ABS Plug

- ABS Plug
- Bronze Plug

VARIATIONS:

Duco Cast Iron Cleanout with Round
Adjustable Scoriated Secured Nickel
Bronze Top. Closure Plug Type as
Indicated By Figure Number Selected.

Flashing Flange -F

Flange with Flashing Clamp -F-C

Carpet Clamping Type -X

Carpet Marker Type -Y

Vandal Proof Top -U

Wide Flange (DX)

Cleanout Covers up to 77-9912

NOTE: For applications using core
drilling, the largest diameter of the
cleanout assembly is 6 5/16"(160).

(Twis-to-Floor® design shown with
gasketed plug.)

OPTIONAL MATERIALS:

Galvanized Cast Iron -G

Polished Bronze Top -PB

SMITH+GARD? Protective Cover for Round

NOTE: Dimensions shown in
parentheses are in millimeters.

WEIGHT
M 12/18/08 Addition to Variations JJ BW POUNDS
L 12/17/04 Added Core-Drilling Note JJ CL
K 07/26/02 Corrected Clamp & Flange view JJ CL
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FIGURE NUMBER
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FINISHED FLOOR CLEANOUTS
WITH "TWIS-TO-FLOOR®" ADJUSTABLE TOPS

ROUND NICKEL BRONZE TOP

FUNCTION: For use in finished floors bearing foot and medium load wheeled traffic. Allows for easy floor level adjustment.

"C.0." cast in

Adj. Top and Frame
Secured Cover

8 1/2 (215) DIA.

)
] S

* Min. 1 1/8 (29)
Max. 3 1/8 (79)

Flashing Clamp
(when specified) +

15/16 (34)

T 2 1
Flashing Flange o .
(when specified)

L . J
12 (305)

SPIGOT OUTLETA
"A" (Pipe Size) = 06(150) & 08(200)

A Sized for Service Weight and/or
NO-HUB.
* When Flange-F is specified Min.
1 1/8 (29) becomes 1 5/8 (41)
"TWIS-TO-FLOOR®" ADJUSTMENT

SPIGOT OUTLET A

D Fig. 4023S.................... Taper Thread - Bronze Plug
REGULARLY FURNISHED: VARIATIONS: OPTIONAL MATERIALS:
Duco Cast Iron Cleanout with Taper Flashing Flange -F Galvanized Cast Iron -G
Thread Bronze Plug and Round Flange with Flashing Clamp -F-C | |Polished Bronze Top -PB
Adjustable Scoriated Secured Nickel Carpet Clamping Type -X
Bronze Top. Saar:zitl ;\/rlgcr,lf(?rgy?ue Y NOTE: Dimensions shown in
Wide Flange (D;)() parentheses are in millimeters.

WEIGHT  JVOLUME FIGURE NUMBER

POUNDS CUBIC FEET

REV. DATE DESCRIPTION BY CKD.BY
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FLOOR CLEANOUTS WITH "TWIS-TO-FLOOR®"
ADJUSTABLE TOPS AND CARPET CLAMPING FRAME

«——— 7 1/8"(182) DIA.

"C.O." cast in Secured Cover — | <—— 5 3/4"(145) DIA.

ROUND NICKEL BRONZE TOP

FUNCTION: For use in carpeted floors bearing foot and medium load wheeled traffic. Allows for easy carpet level adjustment.

Carpet Line

Adj. Top and Frame

Flashing Clamp
(when specified)

_dzZe o]

J¥T A
\ [
Flashing Flange AR

(when specified)

LIH ”””” 3’172"(89)
Plug Size
|

| 2 3/16"(56)
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Min. 3 3/16"(81)
Max. 4 3/8"(111)
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TWIS-TO-FLOOR® ADJUSTMENT

NO-HUB OUTLET

REGULARLY FURNISHED:

Duco Cast Iron Cleanout with Round
Adjustable Scoriated Secured Nickel
Bronze Top and Carpet Clamping
Frame. Closure Plug Type as
Indicated By Figure Number Selected.

VARIATIONS:

Flashing Flange -F

Flange with Flashing Clamp -F-C
Vandal Proof Top -U

Wide Flange (DX)

-« 9"(230) DA >

"A" (Pipe Size) = 02(50), 03(75), 04(100) or 05(125)
Fig. 4020S (-X).....Gasket Seal - ABS Plug
Fig. 4021S (-X).....Gasket Seal - Bronze Plug lug.)
Fig. 4023S (-X).....Taper Thread - Bronze Plug pug-
Fig. 4024S (-X).....Taper Thread - ABS Plug

(Twis-to-Floor® design shown with gasketed

OPTIONAL MATERIALS:
Galvanized Cast Iron -G
Polished Bronze Top -PB

NOTE: Dimensions shown in
parentheses are in millimeters.

WEIGHT
D 07/26/02 Corrected Clamp & Flange view JJ CL POUNDS
Cc 05/03/01 Edited Outlet Text JJ CL
| B 01/17/01 New design JJ BS
REV. DATE DESCRIPTION BY CKD. BY

VOLUME
CUBIC FEET

FIGURE NUMBER

4020 (-X) SERIES
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FLOOR CLEANOUTS WITH "TWIS TO FLOOR®" ADJUSTABLE
TOPS AND CARPET CLAMPING FRAME

ROUND NICKEL BRONZE TOP
FUNCTION: For use in carpeted floors bearing foot and medium load wheeled traffic. Allows for easy carpet level adjustment.

C.0."castin Adj. Top and Frame
Secured Cover . )
9 7/8"(252) Dia. arpet Line

8 1/2 (215) DIA.

* Min. 1 1/8 (29)
Max. 3 1/8 (79)

Flashing Clamp
(when specified)

VYT

\ ] |
Flashing FIange/ ot
(when specified)

% 6 (150) Plug Size —=]| +

-

12 (305)

SPIGOT OUTLETA
"A" (Pipe Size) = 06(150) & 08(200)

A Sized for Service Weight and/or
NO-HUB.
* When Flange-F is specified Min.

11/8 (29) becomes 1 5/8 (41)
"TWIS-TO-FLOOR®" ADJUSTMENT
SPIGOT OUTLET A

:] Fig. 4023S (-X)...ccvvveerrieenne Taper Thread - Bronze Plug

4023 (-X)

DIMENSIONS ARE SUBJECT TO MANUFACTURERS TOLERANCE AND CHANGE WITHOUT NOTICE

REGULARLY FURNISHED:

Duco Cast Iron Cleanout with Taper
Thread Bronze Plug and Round
Adjustable Scoriated Secured Nickel
Bronze Top and Carpet Clamping
Frame.

VARIATIONS:

Flashing Flange -F

Flange with Flashing Clamp -F-C
Vandal Proof Top -U

OPTIONAL MATERIALS:

Galvanized Cast Iron -G

Polished Bronze Top -PB

NOTE: Dimensions shown in
parentheses are in millimeters.

WEIGHT
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FIGURE
NUMBER

REV. DATE

DESCRIPTION

BY CKD.BY
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FIGURE NUMBER

4023 (-X)
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FINISHED FLOOR%CLEANOUTS
WITH "TWIS-TO-FLOOR®" ADJUSTABLE TOPS

ROUND NICKEL BRONZE TOP WITH THREADED SPANNER WRENCH COVER

FUNCTION: Use in finished floors subjected to pedestrian traffic when threaded watertight cover is desired.

"C.0." castin .
Secured Cover Adj. Top and Frame
8 13/16 (223) DIA, — =

\ =

* Min. 1 1/8 (29)
Flashing Clamp Max. 3 1/8 (79)

(when specified)\ ‘—7 6 (150) Plug Size —=| |

VYT

\ ] |
Flashing FIange/ ot
(when specified)

WE CAN ASSUME NO RESPONSIBILITY FOR USE OF SUPERSEDED OR VOID DATA

| A
12 (305)

SPIGOT OUTLETA
"A" (Pipe Size) = 06(150) & 08(200)

A Sized for Service Weight and/or
NO-HUB.
* When Flange-F is specified Min.
1 1/8 (29) becomes 1 5/8 (41)
"TWIS-TO-FLOOR®" ADJUSTMENT
SPIGOT OUTLET A

Cl Fig. 4123S.......cccoceeee. Taper Thread - Bronze Plug

REGULARLY FURNISHED:
Duco Cast Iron Cleanout with Taper
Thread Bronze Plug and Round

VARIATIONS:
Flashing Flange -F
Flange with Flashing Clamp -F-C

OPTIONAL MATERIALS:

Galvanized Cast Iron -G

Polished Bronze Top -PB

4123

DIMENSIONS ARE SUBJECT TO MANUFACTURERS TOLERANCE AND CHANGE WITHOUT NOTICE

FIGURE
NUMBER

Adjustable Scoriated Secured Nickel Spanner Wrench -SW
Bronze Top.

NOTE: Dimensions shown in
parentheses are in millimeters.

WEIGHT  JVOLUME FIGURE NUMBER

POUNDS CUBIC FEET

REV. DATE DESCRIPTION BY CKD.BY
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