
Fig. #  2038 
Shower Drain with FormIt™ Drain 

Installation Device

Product Features:
•	Permits pre-assembly of the drain to 	
	 the decking without having any
	 connected piping below.
•	Four anchor holes secure FormIt™ to 	
	 the deck or sub-floor providing rigidity 	
	 and stability for the drain assembly 	
	 during construction and concrete pour. 
•	Drain elevation can be easily adjusted
	 and leveled to meet finished floor
	 height or pre-adjusted to a known 	
	 rough-in dimension prior to arrival on 	
	 jobsite. 
•	After concrete has set and the forms 	
	 have been stripped away, FormIt™
 	 creates an open cavity after removing 	
	 foam insert under plate, allowing easy 	
	 access for final connection of the 	
	 waste line piping.     
 • FormIt™ eliminates the frustration of
	 resetting a drain that has fallen over 	
	 or is misaligned which will save time 	
	 and labor costs. 

  

FormIt™ Drain Installation Device
FUNCTION: The Jay R. Smith Mfg. Co. FormIt™ Drain Installation Device is
designed to stabilize the drain and provide adjustment during the installation
process and allows final connection of outlet piping to drain after the concrete pour. 
  

Figure number: 2038-DID

FormIt™ Drain Installation Device Submittals
Floor and Shower Drains
Description 	 Model Number 	 Applies to Figure Numbers:
Shower Drain with FormIt™ Drain Installation Device 	 2038 	 2005, 2010, 9700
FormIt™ Drain Installation Device for Shower Drain Series 	 2038DID 	 2005, 2010, 9700
8 1/2” and 12” Diameter Top Floor Drains with FormIt™ Drain Installation Device 	 2039 	 2110, 2120
			   2131, 2140, 2141, 2142
FormIt™ Drain Installation Device for 8 1/2” and 12” Diameter Top Cast Iron Floor Drains 	 2039DID 	 2110, 2120
			   2131, 2140, 2141, 2142
Sanitary Floor Drains
Description 	 Model Number	 Applies to Figure Numbers:
8 1/2” Square Enameled Floor Sink with FormIt™ Drain Installation Device 	 3038 	 3100 Series
FormIt™ Drain Installation Device for 8 1/2” Square Enameled Floor Sink Series 	 3038DID 	 3100 Series
12” Square Enameled Floor Sink with FormIt™ Drain Installation Device 	 3039 	 3420, 3430, 3440
FormIt™ Drain Installation Device for 12” Square Enameled Floor Sink Series 	 3039DID 	 3420, 3430, 3440
	  
Specialty (Stainless) Floor Sinks
Description 	 Model Number	 Applies to Figure Numbers:
Stainless Steel Floor Sink with FormIt™ Drain Installation Device 	 9095 	 3001, 9691
FormIt™ Drain Installation Device for Stainless Steel Floor Sink Series 	 9095DID 	 3001, 9691

 

FormIt™  is available for shower drains,  8 ½” & 12” diameter floor drains, 8 ½” & 12” 
diameter or square enameled floor sinks with no-hub outlets and 12” square stainless 
steel floor sinks. FormIt™ can be sold pre-assembled with the drain or sold
separately as the Drain Installation Device only –DID. 
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(4) 5/16 x 12" 
Studs

SHOWER DRAIN WITH
FormIt™ DRAIN INSTALLATION DEVICE

REGULARLY FURNISHED:
Duco Cast Iron Body with Speedi-Set
Outlet and Adjustable Strainer Head (as 
specified) with FormIt™ Drain Installation
Device and Hardware.
 

2038
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9 (230) DIA
B DIA 
or SQ

A

12 1/8 (308) DIA

10 15/32 (266) DIA

Low Position X-MIN
MAX

High Position X- MIN
MAX

Pipe
(By Others)

FormIt™

Drain Installation Device
(4) Anchor Holes

13 27/32(352) 12 11/32 (313)

1 1/2(38)

4 11/32(110)

OPTIONAL MATERIALS:
Bronze Body -BB
Chrome Plated Strainer -CP
Galvanized Cast Iron Body -G
Nickel Bronze Strainer -NB
Polished Bronze Strainer -PB
Stainless Steel Body and 
  Strainer Head -SS

Fig. 2038L..........(A) Round Top
Fig. 2038L..........(B) Square Top

VARIATIONS:
Flapper Type Backwater Valve -V
Hinged Grate -H
Sediment Bucket -B
Trap Primer Connection -P050
   1/2" (13) & -P075 3/4" (19)
Vandal Proof Screws -U
T   Threaded Outlet

3/4 (19)
3/4 (19)
7/8 (22)
1 (25)
1 (25)
1 (25)

1 5/8 (41)
1 5/8 (41)
1 7/8 (48)
1 7/8 (48)
1 7/8 (48)
1 7/8 (48)

05 (125)
06 (150)
07 (180)
08 (205)
09 (230)
10 (255)

Strainer
Size

*Collar
In High
Position

*Collar
In Low

Position

Free Area
SQ IN

(SQ CM)
B X XX

DIA or SQ MIN MAX ROUND SQUAREMIN MAX

•
•

1 1/4 (32)
1 1/4 (32)
1 1/4 (32)
1 1/2 (38)
1 1/2 (38)
1 1/2 (38)

2 1/4 (57)
2 1/4 (57)
2 1/4 (57)
2 1/2 (64)
2 3/8 (60)
2 3/8 (60)

7 (45)
9 (58)

14 (90)
17 (110)
18 (116)
23 (148)

6.5 (42)
12.5 (81)
11 (71)
14 (90)
16 (103)
16 (103)

NOTE: Dimensions shown in
parentheses are in millimeters.

Meets ANSI Spec A112.6.3-2001 
02(50), 03(75) or 04"(100) sizes only.

Outlet
  Size

02(50)

Nickel Bronze
Strainer Head

05(125) DIA or SQ

03(75) 06(150) DIA or SQ

04(100) 08(205) DIA or SQ

JAY R.
SMITH MFG. CO.®

DIVISION OF SMITH INDUSTRIES, INC.
POST  OFFICE  BOX  3237
MONTGOMERY, ALABAMA  36109-0237  (USA)
TEL: 334-277-8520    FAX: 334-272-7396    www.jrsmith.comCUSTOMER

DRIVEN

SMITH®

MEMBER OF:

®

ASPE
®

SANITARY

E
N G IN E E RINGPrevention Rather Than Cure

FUNCTION: The Jay R. Smith Mfg. Co.®  FormIt™ Drain Installation Device is designed to stabilize the drain and provide
adjustment during the installation process and allows final connection of outlet piping to drain after the concrete pour.

A 05/14/09 Added Function JJ BW
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(4) 5/16 x 12" 
Studs

NOTE: Drain Not
            Included

FormIt™ DRAIN INSTALLATION DEVICE
FOR SHOWER DRAIN SERIES

REGULARLY FURNISHED:
FormIt™ Drain Installation Device for
Shower Drain Series.

2038-DID

20
38

-D
ID

R
N

B
W

B
W

A
8-

27
-0

8
N

O
N

E
s2

03
8-

D
ID

9 (230) DIA

B DIA 
or SQ

A

12 1/8 (308) DIA

10 15/32 (266) DIA

  High
Position

X-
MIN
MAX

   Low
Position

X-
MIN
MAX

FormIt™

Drain Installation Device
With Hardware

(4) Anchor Holes

13 27/32(352) 12 11/32 (313)

1 1/2(38)

4 11/32(110)

NOTE: Dimensions shown in
parentheses are in millimeters.

JAY R.
SMITH MFG. CO.®

DIVISION OF SMITH INDUSTRIES, INC.
POST  OFFICE  BOX  3237
MONTGOMERY, ALABAMA  36109-0237  (USA)
TEL: 334-277-8520    FAX: 334-272-7396    www.jrsmith.comCUSTOMER

DRIVEN

SMITH®

MEMBER OF:

®

ASPE
®

SANITARY

E
N G IN E E RINGPrevention Rather Than Cure

FUNCTION: The Jay R. Smith Mfg. Co.®  FormIt™ Drain Installation Device is designed to stabilize the drain and provide
adjustment during the installation process and allows final connection of outlet piping to drain after the concrete pour.

A 05/14/09 Added Function JJ BW
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(4) 5/16 x 12" 
Studs and (12) 5/16
Hex Head Nuts

8 1/2" AND 12" DIAMETER TOP DRAINS WITH
FormIt™ DRAIN INSTALLATION DEVICE
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FormIt™ Drain 
Installation Device

(4) Anchor Holes

13 5/8(346) MAX
   3 3/4(95) MIN

JAY R.
SMITH MFG. CO.®

DIVISION OF SMITH INDUSTRIES, INC.
POST  OFFICE  BOX  3237
MONTGOMERY, ALABAMA  36109-0237  (USA)
TEL: 334-277-8520    FAX: 334-272-7396    www.jrsmith.comCUSTOMER

DRIVEN

SMITH®

MEMBER OF:

®

ASPE
®

SANITARY

E
N G IN E E RINGPrevention Rather Than Cure

A

REGULARLY FURNISHED:
Specify (8 1/2" or 12" Dia. Top) Cast
Iron Floor Drain with FormIt™ Drain
Installation Device and Hardware. 
Stud Holes on 9 3/4" Bolt Circle for
8 1/2" Dia. Top Drains and 13 3/16"
Bolt Circle for 12" Dia. Top Drains.

VARIATIONS:
L   Speedi-Set Service Weight
   02(50), 03(80) & 04"(100) sizes only
LXH   Speedi-Set Extra Heavy
   02(50), 03(80) & 04"(100) sizes only
Square Top -S
Trap Primer Connection -P050 1/2"(13)
   & -P075 3/4"(19)
Vandal Proof Grate -U
T   Threaded Outlet

OPTIONAL MATERIALS:
Ductile Iron Grate -M
Galvanized Cast Iron -G
Nickel Bronze Top -NB
Polished Bronze Top -PB

NOTE: Dimensions shown in
parentheses are in millimeters.

14(355) DIA

8 1/2" Dia. or 12" Dia.
(As Specified)

16 1/8(410) DIA

NOTE: Designed To Be Used With Smith 8 1/2" and 12" Round
            Top Drains.

A= Pipe Size 02, 03, 04 and 06

FUNCTION: The Jay R. Smith Mfg. Co.®  FormIt™ Drain Installation Device is designed to stabilize the drain and provide
adjustment during the installation process and allows final connection of outlet piping to drain after the concrete pour.

A 05/14/09 Added Function JJ BW
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(4) 5/16 x 12" 
Studs and (12) 5/16
Hex Head Nuts
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A

FormIt™ Device 
with Hardware

(4) Anchor Holes

13 5/8(346) MAX
   3 3/4(95) MIN

JAY R.
SMITH MFG. CO.®

DIVISION OF SMITH INDUSTRIES, INC.
POST  OFFICE  BOX  3237
MONTGOMERY, ALABAMA  36109-0237  (USA)
TEL: 334-277-8520    FAX: 334-272-7396    www.jrsmith.comCUSTOMER

DRIVEN

SMITH®

MEMBER OF:

®
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®

SANITARY

E
N G IN E E RINGPrevention Rather Than Cure

REGULARLY FURNISHED:
FormIt™ Device is provided with hardware. 
Stud holes on 9 3/4" bolt circle for 8 1/2" Dia. 
top drain and 13 3/16" bolt circle for 12" Dia. 
top drains.

NOTE: Dimensions shown in
parentheses are in millimeters.

14(355) DIA

16 1/8(410) DIA

NOTE: Designed To Be Used With Smith 8 1/2" and 12" Round
            Top Drains.

NOTE: Drain Body not included, 
            specify top size by figure
            number.

A= Pipe Size 02, 03, 04 and 06

FormIt™ DRAIN INSTALLATION DEVICE FOR
(8 1/2" DIA. AND 12" DIA. TOP) CAST IRON FLOOR DRAINS
FUNCTION: The Jay R. Smith Mfg. Co.®  FormIt™ Drain Installation Device is designed to stabilize the drain and provide
adjustment during the installation process and allows final connection of outlet piping to drain after the concrete pour.

A 05/14/09 Added Function JJ BW
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REGULARLY FURNISHED:

FormIt™ Drain Installation Device 
For Stainless Steel Floor Sink Series.
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STAINLESS STEEL FLOOR SINK WITH
FormIt™ DRAIN INSTALLATION DEVICE

JAY R.
SMITH MFG. CO.®

DIVISION OF SMITH INDUSTRIES, INC.
POST  OFFICE  BOX  3237
MONTGOMERY, ALABAMA  36109-0237  (USA)
TEL: 334-277-8520    FAX: 334-272-7396    www.jrsmith.comCUSTOMER
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13 9/16"

15 1/16"

1 1/2"

FormIt™

Drain Installation 
Device with
Hardware

5/16-18 x 12" Lg.
Stud

Stainless Steel
Floor Sink

(4) Anchor
Holes

FUNCTION: The Jay R. Smith Mfg. Co. ®  FormIt™ Drain Installation Device is designed to stabilize the drain and provide
adjustment during the installation process and allows final connection of outlet piping to drain after the concrete pour.

A 05/14/09 Added Function JJ BW
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