**TRENCH DRAIN QUOTATION WORKSHEET**

**LOAD CLASS/TRAFFIC TYPE (Indicate maximum wheel load anticipated):**

- **(A)** Light Duty, DIN 19580 Class A-3500 lbs-70 psi for pedestrian wheelchair and bicycle traffic
- **(C)** Heavy Duty, DIN 19580 Class C-56,000 lbs commercial pneumatic tire traffic patterns, forklifts and tractor trailers
- **(E)** Extra Heavy Duty, DIN 19580 Class E-135,000 lbs commercial solid tire traffic patterns, forklifts and impacts from steel struts or metal wheels

**FRAME (RAIL) FINISH REQUIRED:**
- Coated Iron
- Ductile Iron
- Stainless Steel
- Galvanized Steel

**GRATE FINISH & OPENING TYPE REQUIRED AS SPECIFIED**

**BILL OF MATERIALS:**

<table>
<thead>
<tr>
<th>Fig. No.</th>
<th>Qty.</th>
<th>Price Each</th>
<th>Ext.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**DIMENSIONS/SHAPE OF TRENCH:** (Attach additional sheets if more than one trench application or more than one run is specified.)